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In general the electric power plants used on ships of the
Soviet Navy and Merchant Fleet are the same as those used on
shore in plants, ammy engineer units, and even in towns where
stationary power plants produce current primsrily for illum-
ination. There are two main differences. The generators

on vessels are usually smaller because of the space limita-
tions and they are better isolated because the danger of
short circuits and fire is greater. | [the
generators and motors which are used in the power plants

50X1

on ships are the same in the Navy and the Merchant Flee
50X1

(a) Generator "Stalinets", type ZhBS=50, three phase alter-
nating current; capacity: 50 KW, 230/133V, 125/217 amp,
750 rpm, cosine 0.8. It is usually powered by a diesel
motor of the "Doyts" type. It is used mainly for moveable
electric power plants on naval and merchant fleet vessels
&and in various small repair shops.
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] ,
Generator DPS=1 (Dizel'naya Peredvizhnaya Electrostantsiya),
manufactured in the Main Electric Equipment Manufacturing
Plant (Masterskiye Glavelektromontaga) in Odessa. Specil-
fications: three phase altérnating current, 40 KW,
400/230 V, approximately 60/125 amp, 750 rpm, cosine 0.8,
It is powered by diesel motor "Doyts" and used mainly by

‘the army in various engineer units.

@Generator type ZhES-30, three phase alternating current;
capacity: 30 KW, 230 V, 75 amp, 1000 rpm,; cosine 0.8,. It

‘48 powered elther by diesel motor "Doyts" or by a gasoline

“. opr petroleum motor. It is used In the navy and the mef-

i;iiké).

chant fleet: as well as in the army for various englneer .

‘ gervices,

'Genératarzf“%hréé“ﬁhase_alternating current; capaclty:
100 KW, 300 V, 200 amp, 725 rpm, cosine 0.85. It is

owered by a diesel motor "Borets", nomenclature BK-43

(Bezkompressornyy, diameter of cylinder 43 cm) manufactured

in Sormovskiy Mashino-Stroitel'nyy Zavod imenl Zhdanova;
it ean also be powerad by any steam engine. It is used

.~ as a vessel power plant.

(e

‘Generator, three phase alternating current; capaclity:
88

190 KW, 450 V, 270 amp, 725 rpm, cosine 0,88, It 1s
normally powered by a dlesel motor BK-43, or a steam

engine. It 1s used as vessel power plant. 50x1

-end -~

SECRET/SECURITY INFORMATION

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr2013/04/29 : CIA-RDP82-00047R000100450010-9



